
Lombrico
XT Ex-0
Designed to work in ATEX zone 0 confined 
spaces and with even smaller access, 
starting from 400 [mm]/16″ diameter.

Ex Marking: II 1G Ex h IIB T4 Ga

The tank cleaning robot Lombrico XT Ex-0 is a high-performance robot 
that, thanks to its small size, is able to work in environments that are 
difficult to access. The availability of a wide range of accessories also 
makes it versatile for vacuuming solid and sludge sediments in oil stora-
ge tanks inside refineries, terminals, food silos and biogas plants.

Manhole

from Ø 16″ - 400 [mm]

Dimensions

L 46” - 1160 [mm]
H 11” - 290 [mm]
W 13” - 320 [mm]

220 [lb] - 100 [kg]

1.
ATEX zone 0 
Camera IP69K

2.
Temperature 
range 
-20°C/+60°C

3.
Orientable 
Water Nozzles

Why choose it

Compact dimensions.

Non-sparking accessories certified for ATEX zone 0 available. 

4.
ATEX zone 0
Led 
Lights

5.
Magnetic
tracks
traction 
force > 250 kg

6.
Full range of 
ATEX accessories

Features

Gerotto Robotics is part of Gerotto Federico Srl 
Via Croce, 26 - 35011 Campodarsego (PD), Italy, 
Tel. +39 049 5564422 - Fax +39 049 5564784 - www.gerotto.it


